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ELECTRICAL KEY BASE BID AND ALTERNATE 1:

ALL ELECTRICAL WORK SHALL COMPLY WITH FLORIDA BUILDING CODE, CHAPTER 13,

SECTION 13-413 THRU 13-415.

13-413.1 ABC.1 VOLTAGE DROP.

13-413.1.ABC.1.1 FEEDERS.

FEEDER CONDUCTORS SHALL BE SIZED FOR A MAXIMUM VOLTAGE DROP

OF 2 PERCENT AT DESIGN LOAD.

13-413.1.ABC.1.2 BRANCH CIRCUITS.

BRANCH CIRCUIT CONDUCTORS SHALL BE SIZED FOR A MAXIMUM

VOLTAGE DROP OF 3 PERCENT AT DESIGN LOAD.

13-413.1.ABC.2.1 DRAWINGS.

CONSTRUCTION DOCUMENTS SHALL REQUIRE THAT WITHIN 30 DAYS AFTER THE

DATE OF SYSTEM ACCEPTANCE, RECORD DRAWINGS OF THE ACTUAL INSTALLATION

SHALL BE PROVIDED TO THE BUILDING OWNER, INCLUDING:

  1. A SINGLE-LINE DIAGRAM OF THE BUILDING ELECTRICAL DISTRIBUTION

        SYSTEM AND

  2. FLOOR PLANS INDICATING LOCATION AND AREA SERVED FOR ALL

         DISTRIBUTION.

13-413.1.ABC.2.2 MANUALS.

CONSTRUCTION DOCUMENTS SHALL REQUIRE THAT AN OPERATING MANUAL AND

MAINTENANCE MANUAL BE PROVIDED TO THE BUILDING OWNER. THE MANUALS SHALL

INCLUDE, AT A MINIMUM, THE FOLLOWING:

        1. SUBMITTAL DATA STATING EQUIPMENT RATING AND SELECTED OPTIONS 

           FOR EACH PIECE OF EQUIPMENT REQUIRING MAINTENANCE.

       2. OPERATION MANUALS AND MAINTENANCE MANUALS FOR EACH PIECE  OF

           EQUIPMENT REQUIRING MAINTENANCE. REQUIRED ROUTINE  MAINTENANCE

           ACTIONS SHALL BE CLEARLY IDENTIFIED.

       3. NAMES AND ADDRESSES OF AT LEAST ONE QUALIFIED SERVICE

          AGENCY.

GENERAL FLORIDA BUILDING CODE NOTES:

GENERAL ELECTRICAL RISER NOTES:
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Fed from: '4EP' cir. no. x,x,x

ELEVATOR #1

1. Wall Assembly - The 1, 2, 3 or 4 hr fire-rated gypsum wallboard/stud wall assembly shall be constructed of the materials and

in the manner described in the individual U300 or U400 Series Wall or Partition Designs in the UL Fire Resistance Directory and

shall include the following construction features:

A. Studs - Wall framing may consist of either wood studs (max 2 hr fire rated assemblies) or steel channel studs. Wood

studs to consist of nom 2 by 4 in. (51 by 102 mm) lumber spaced 16 in. (406 mm) OC with nom 2 by 4 in. (51 by 102

mm) lumber end plates and cross braces. Steel studs to be min 3-5/8 in. (92 mm) wide by 1-3/8 in. (35 mm) deep

channels spaced max 24 in. (610 mm) OC.

B. Gypsum Board* - Nom 1/2 or 5/8 in. (13 or 16 mm) thick, 4 ft. (122 cm) wide with square or tapered edges. The

gypsum wallboard type, thickness, number of layers, fastener type and sheet orientation shall be as specified in the

individual U300 or U400 Series Design in the UL Fire Resistance Directory. Max diam of opening is 26 in. (660 mm).

2. Through Penetrant - One metallic pipe, conduit or tubing installed either concentrically or eccentrically within the firestop

system. The annular space between pipe, conduit or tubing and periphery of opening shall be min of 0 in. (0 mm) (point

contact) to max 2 in. (51 mm). Pipe, conduit or tubing to be rigidly supported on both sides of wall assembly. The following

types and sizes of conduits may be used:

A. Conduit - Nom 6 in. (152 mm) diam (or smaller) steel conduit or nom 4 in. (102 mm) diam (or smaller) steel electrical

metallic tubing

3. Fill,Void or Cavity Material* - Caulk or Sealant  - Min 5/8. 1-1/4,1-7/8 and 2-1/2 in. (16, 32, 48 and 64 mm) thickness of

caulk for 1, 2, 3 and 4 hr rated assemblies, respectively, applied within annulus, flush with both surfaces of wall. Min 1/4 in. (6

mm) diam bead of caulk applied to gypsum board/penetrant interface at point contact location on both sides of wall.

The hourly F Rating of the firestop system is dependent upon the hourly fire rating of the wall assembly in which it is installed,

as shown in the following table.

The hourly T Rating of the firestop system is dependent upon the type or size of the pipe or conduit and the hourly fire rating

of the wall assembly in which it is installed, as tabulated below:

+When copper pipe is used, T Rating is 0 hr.

3M COMPANY - CP 25WB + or FB-3000 WT ,

*Bearing the UL Classification Marking
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SYSTEM INPUTS

X

FIRE ALARM SYSTEM SEQUENCE MATRIX

NOTIFICATION

SYSTEM ANNUNCIATION

FIRE SAFETY CONTROL

A B C D E F G H I

J K L

A B C D E F G H I

J K L

X X X X X

X X X X X X

X X X

X X X X X X

X X X X X X X

X X X X X X

X X

X X

ADDRESSABLE FIRE ALARM RISER

1. THE FIRE ALARM CONTROL (FACP) SHALL BE NON PROPRIETARY AND IS MANUFACTURED BY FIRE LITE MODEL MS-9600UDLS

W/DACT-2UD. THE FACP IS PROVIDED BY OWNER AND INSTALLED BY THE CONTRACTOR. ALL OTHER FIRE ALARM DEVICES AND

EQUIPMENT ARE PROVIDED BY THE FIRE ALARM CONTRACTOR.

2. THE FIRE ALARM CONTRACTOR SHALL SUBMIT SHOP DRAWINGS OF THE PROPOSED ADDRESSABLE BUILDING FIRE ALARM SYSTEM,

INCLUDING ALL DEVICES AND WIRING LAYOUTS, BATTERY CALCULATIONS AND SEQUENCE OF OPERATION (IN PLAN FORM), TO THE

FIRE MARSHAL FOR APPROVAL PRIOR TO SUBMITTING TO ENGINEER FOR REVIEW. ANY REVISIONS AND/OR ADDITIONS REQ'D. BY

THE LOCAL JURISDICTION PRIOR TO OBTAINING CERTIFICATE OF OCCUPANCY ARE THE RESPONSIBILITY OF THE CONTRACTOR AND

WILL NOT BE REASON FOR ADDITIONAL COMPENSATION TO THE CONTRACTOR.

X X
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