
TCC Standards for AutoCad Spacing 

 
Theater Set    
Chair Size: 19.5”x 19.5” 
Spacing between rows: 20” 

Spacing from front of chair 
to front of chair 

Width of Chair Array 
Columns / Rows 

Ballroom Level 40” 19.5” 19.5” x 40” 
Exhibit Hall 40” 19.5” 19.5” x 40” 
4th Floor Level 40” 19.5” 19.5” x 40” 
Max # of chairs per row: 14                            
Max # of rows between cross aisle: 16 
 
Classroom Set    
 Spacing from front of 

table to front of table 
Space between the 

tables 
Array 

Columns / Rows 

8’x18”(max 4 chairs per table) 54” 36” 96” x 54” 
6’x18” (max 3 chairs per table) 54” 36” 72” x 54” 
Standard set: 8’ classroom tables – tan mitylite (plastic); Linen extra charge 
Head Tables: 8’x30” covered & skirted in black  
(3) 8’ tables or (4) 6’ tables across with break & 12 rows max between cross aisles 
     

Banquet Set    
 Spacing from table 

edge to table edge 
Spacing from Center to 

Center of table 
Array 

Columns / Rows 

6’ Rounds (72”) 5’ (standard) 132” 132” x 132” 
6’ Rounds (72”) 6’ 144” 144” x 144” 
Standard 10 chairs per table 
5 rows / 5 columns of rounds max between cross aisles 
 

Risers – Ballroom Level 6’x8’x h (length x width x height) 
Height (8” increments) Stage to first row of tables or chairs (theater) – Guideline 

only 
16” 6’ 
24” 8’ 
32” 10’ 
40” 10’ 
For risers in the ballroom 6’x8’ should be used                                                           TCC AutoCad: X=8’ / Y=6’ 
Riser to start at least 2’ from wall. Top - Black carpeted 
 

Risers  4’x8’x h (length x width x height) 
Height (8” increments) Stage to first row of tables or chairs (theater) – Guideline 

only 
32” 10’ 
40” 10’ 
48” 10’ 
For risers in the exhibit hall with 16” or 24” heights 6’x8’ would be used; all others would be 4’x8’.  Black top. 
 

Telescopics Each section is 20’x40’ 
Sections  
A & C 40’ Length x 42’ depth 
A & B & C 60’ Length x 42’ depth 
At least 15’ aisle required to be in front of telescopics 


