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(Figure 1)

(F) GENERAL BUILDING STANDARDS

       (1)Commercial Properties

            (c)  Site and Building Standards

(1) Unobstructed pedestrian access and shelter, shade,
and/or weather protection shall be provided along
streets, public rights-of-way and next to areas used
by the public through the use of shade trees,
awnings, arcades, balconies, overhangs, etc.
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                 ACCEPTABLE                                 NOT ACCEPTABLE
More than 30% embellished front  Less than 30% embellished front

(figure 2)

(F) GENERAL BUILDING STANDARDS
(1) Commercial Properties

(c)  Site and Building Standards

                      (2)  Doors, windows, and other architectural
features                         shall be used to break large wall
planes into smaller components, thereby creating a more
pedestrian friendly scale and mass.
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(Figure 3)

(F) GENERAL BUILDING STANDARDS

(1) Commercial Properties

(c) Site and Building Standards

(2) The principle façade and entry to the building shall front
the public ROW (or may be located off the courtyard it
applicable) and must be accessible from the sidewalk.
The relationship of the street frontage to business shall
assure pedestrian safety and retail visibility.  At least
fifty percent of the ground level of the principal building
façade shall be constructed of transparent materials or
fenestrated.  The required (50) percent transparency
must be equally distributed on the wall plane.
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(Figure 4)

(F) GENERAL BUILDING STANDARDS

(1) Commercial Properties

                  (c)  Site and Building Standards

(3) Buildings shall not be set back from the front
property line at ground level.  However, second floor
area(s) and above may be built out past the front
property line, creating an arcade.  Land Development
Coordination shall review for the encroachments.
Structural support for the arcade may be located within
the front setback however, areas that have an arcade
may not be enclosed or screened.
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 (Figure 5)

(F) GENERAL BUILDING STANDARDS

(1) Commercial Properties

                  (C)  Site and Building Standards

                       (5)  Courtyards and outdoor cafes are permitted with
no more than two-thirds (2/3) of the principal façade
devoted to open courtyard space.  The remaining
portion of the building must be built out to the front
property line, subject to Section 27-240 (visibility at
intersections).
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(Figure 6)

(F) GENERAL BUILDING STANDARDS

(1) Commercial Properties

(c) Site and Building Standards

(6) Drive-through window services and queuing lanes for
such services may not be located between the front
façade of the building on the public ROW, and must
be designed so as to have minimal impact on
pedestrian movement.
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(Figure 7)

(F) GENERAL BUILDING STANDARDS

(1) Commercial Properties

(c) Site and Building Standards

(7) On site pedestrian circulation shall be
provided between tenants and/or structures,
for properties with multiple structures,
through the use of a sidewalk, or other
suitable pedestrian conveyance.  Such
interconnectedness shall be established
through the use of consistent paving
materials (i.e. textured or colored pavement,
paver blocks).
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(Figure 8)

(F) GENERAL BUILDING STANDARDS

(1) Commercial Properties

(d) Parking.  On site parking for commercial properties
and non-single-family residential properties shall
be located in the rear or side yard of the property.
Crime Prevention Through Environmental Design
(CPTED) techniques shall be incorporated in the
design of all parking areas (i.e. visibility, access,
and security).
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(Figure 9)

(F)  GENERAL BUILDING STANDARDS
 
       (1)  Commercial Properties

              (d)  Parking

        (2)  The façade of freestanding parking structures
fronting the public ROW must consist of commercial,
retail, or office uses on the ground level.
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(Figure 10)

(F) GENERAL BUILDING STANDARDS

(1) Commercial Properties

(d) Parking

(3)  Vehicle access and flow shall be designed to
have minimal impact on pedestrian circulation,
and there must be continuity across the mouth of
all curbcuts, subject to Section 22-315 of the City
of Tampa Code of Ordinances.
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 (Figure 11)

(F) GENERAL BUILDING STANDARDS

(2) Residential Properties

               (c)  Site and building Standards

(3)  CARPORTS:  One-story, unenclosed carports
constructed as part of the principal structure
(“portecochere”) maybe placed within three feet of the
side yard property line.

                     (8)  PARKING:  No driveway shall be constructed from
the road to the front yard face of any single-family
structure unless providing vehicular access to an
attached carport.
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(Figure 12)

(F) GENERAL BUILDING STANDARDS

       (2)  Residential Properties

             (c)  Site and Building Standards

     (6)  ROOF PITCH:  Minimum roof pitch for new
residential structures shall be a minimum for porches of
4:12 or houses 6:12 (Ratio of Rise to Run).  Flat roofs
with parapet walls shall be permitted when precedent on
the subject and immediately adjacent blocks.  Roof
pitches for additions to principal structures shall match
the pitch of the existing roof.

     (7)  FLOOR HEIGHT:  The finished floor height of all new
single and multifamily residential structures shall be a
minimum of 24” above the finish grade at the building
face.


