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EXECUTIVE SUMMARY 

The  purpose  of  this  traffic  technical  memorandum  is  to  provide  the  City  of  Tampa  with  the 

necessary information related to improving traffic operation during the future year 2035 within the 

Westshore Area/West Tampa Street Network in Hillsborough County, Florida.   The east‐west limits 

of this study encompasses from west of I‐275 at SR 60 interchange to east of Howard Avenue and 

the  north‐south  limits  extends  from  Kennedy  Boulevard  on  the  south  to  Boy  Scout 

Boulevard/Spruce Street to the north.   Analysis along Spruce Street,  I‐275  interchange with SR 60 

and Tampa  International Airport  interchange with SR 60 and Spruce Street will be  included as a 

part of the FDOT project I‐275/SR 60 Systems Interchange Modification Report (SIMR). 

This study has been conducted assuming  the  inclusion of  the Westshore area roadway extension 

projects  involving Reo Street, Trask Street and Occident Street  to  improve  traffic  circulation and 

also, the FDOT Concept 2 for  I‐275 and SR 60 Managed Lanes received from the City of Tampa  in 

context to the I‐275 connection to Westshore Boulevard through Trask Street along with other long 

range transportation plan improvements according to Hillsborough County LRTP, City of Tampa CIP 

and  FDOT’s DRAFT Tentative Five‐Year Work Program Fiscal Years 2018 – 2022. 

Traffic operational analyses were conducted for the existing year (2016) and future year (2035) no‐

build and build conditions.   Firstly,  future year  (2035) analysis was performed  for  the  long  range 

transportation  plan  (LRTP)  improvements  only.    These  LRTP  capacity  improvements  within  the 

study area are limited and are listed below: 

 Trask Street – Cypress Street to Boy Scout Boulevard/Spruce Street:  Two lane undivided to 

three lane divided.   

 Trask Street – Cypress Street to Gray Street:  Extend as two lane undivided.  

 O’Brien Street – Cypress Street to Boy Scout Boulevard/Spruce Street:  Two lane undivided 

to four lane divided.   

 Cypress Street Improvements from Dale Mabry Highway to Himes Avenue – Road widening 

from 2/3 lanes to a 5‐lane cross section. 

Traffic operational analysis for future year 2035 conducted with LRTP  improvements only showed 

that  the  results were  similar  to  the no‐build  analysis with  the exception of O’Brien  Street.   The 

study intersection of O’Brien Street and Laurel Street resulted in significantly lower delay.  Also, the 

arterial operation along O’Brien  Street between Cypress  Street and Boy  Scout Boulevard/Spruce 

Street improved with increase in arterial speed. 

Therefore,  in  order  to  achieve  improved  traffic  operation  at  all  the  other  study  intersections, 

additional  improvements needed were  identified.   These additional recommended  improvements 

that would relieve congestion to a greater extent, improve traffic operation and reduce delay  
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consisted  of  intersection  turn  lanes  and  through  lanes.      Also,  three  intersections  that  are  un‐

signalized  under  the  existing  condition  have  been  proposed  to  be  signalized  as  a  part  of  the 

additional improvements.  These improvements, however, do not take into account available right‐

of‐way,  constructability  issues,  funding  or  other  constraints.    These  will  need  to  be  evaluated 

during the design phase of the improvements.  A planning level cost estimate can be provided for 

the improvements as requested.   

 

Also,  in this context,  it should be noted that for the future year 2035 build condition, West Shore 

Boulevard  has  been  considered  to  be  four  lanes  between  Kennedy  Boulevard  and  Boy  Scout 

Boulevard/Spruce Street as discussed with the City of Tampa and included in the Approved Traffic 

Methodology based on  the West Shore Boulevard Complete Street Feasibility Study.   Thus, West 

Shore Boulevard has been considered to be reduced from six lanes to four lanes between Kennedy 

Boulevard and I‐275 eastbound ramp under the build condition.    

 

With  the proposed build geometry  comprising of  the additional needed  lane  improvements and 

signal timing optimization within the study network, the following improvement in traffic operation 

can be achieved. 

 

 Twenty‐seven  (27) of  the  thirty  (30)  study  intersections operate at an  improved  level of 

service with lower delay during one or both peak period.   

 

 Increase in overall arterial speed along all eighteen of the study roadway segments during 

both peak periods or at least during one peak period. 
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Figure 1-1
Project Location and Study Area Map
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xvii. Lois Street at I‐275 WB Ramps (signalized) 

xviii. Lois Street at Cypress Street (signalized) 

xix. Dale Mabry Highway at Cypress Street (signalized) 

xx. Dale Mabry Highway at I‐275 EB Ramps (signalized) 

xxi. Dale Mabry Highway at I‐275 WB Ramps (signalized) 

xxii. Himes Avenue at Cypress Street (signalized) 

xxiii. Himes Avenue at I‐275 EB Ramp (signalized) 

xxiv. Himes Avenue at I‐275 WB Ramp (signalized) 

xxv. Armenia Avenue at I‐275 EB Off Ramp (signalized) 

xxvi. Armenia Avenue at I‐275 WB On Ramp (signalized) 

xxvii. Howard Avenue at I‐275 EB On Ramp (signalized) 

xxviii. Howard Avenue at I‐275 WB Off Ramp (signalized) 

xxix. Cypress Street at Hubert Avenue (signalized) 

xxx. Cypress Street at Reo Street (un‐signalized) 

 

As stated  in the scope of services, analysis along Spruce Street,  I‐275  interchange with SR 60 and 

Tampa International Airport interchange with SR 60 and Spruce Street will be included as a part of 

the  Florida Department  of  Transportation  (FDOT)  project  (FPN:    412531‐1)  I‐275/SR  60  Systems 

Interchange Modification Report (SIMR). 

1.2 Purpose and Need 

Motorists in Hillsborough County are faced with increased traffic congestion and delay as demand 

from  the County’s growth  continues  to place pressure on  the existing  transportation  system. To 

assess the effects of continued growth within the study network, the City  is preparing this traffic 

study  to  identify  improvements  needed  along  the  study  corridors  and  at  intersections  to 

accommodate  the  expected  increase  in  traffic  due  to  growth  within  the  network  and  in  the 

surrounding areas. 

The need for improvements within the study limits were established based on the evaluation of the 

following:  

 Existing and  future quality of  traffic operations assuming  the existing  roadway conditions 

remain unchanged. 

 Projected future socioeconomic growth of Hillsborough County within the study area. 
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The objective of this corridor traffic study is to document traffic operational analyses that will assist 

the  City  in  identifying  and  reaching  a  decision  on  the  location  and  conceptual  design  for 

recommended improvements.  This particular report documents the following items:  

 Existing year (2016) AM and PM peak hour traffic volumes based on data collection efforts 

made by the City. 

 Analysis of the existing year (2016) traffic conditions and level of service (LOS) analysis. 

 The development of future traffic projections for the future year (2035) traffic conditions. 

 Traffic  operational  analysis  of  the  future  year  (2035)  traffic  to  identify  the  needed 

improvements. 

1.3 Methodology 

A  detailed  traffic methodology  for  this  study was  discussed  and  agreed  upon with  the  City  on 

January  11,  2016.    This  included  data  collection  needs,  analysis  years,  future  traffic  forecasting 

methodology and analysis  tools  to be used  in performing  traffic analysis  for  this study.   The  final 

approved traffic methodology is in Appendix A. 

1.4 Future Planned Developments 

The socioeconomic (SE) data for the traffic analysis zones (TAZs) for base year 2010 was compared 

to future year 2035 data to evaluate growth  in terms of dwelling units/population (zonal data 1 – 

zdata1)  and  employment  (zonal data  2  –  zdata2)  from  the  Tampa Bay Regional Planning Model 

(TBRPM Version 7.2 and Version 8.0).  The study area TAZ map and the SE data comparison tables 

(2010 vs 2035) are  in Appendix A.   The comparison showed an  increase of approximately 70%  in 

dwelling units, 87% in population and 74% in employment within the study area over a period of 25 

years between base year 2010 and future year 2035. 

1.5 FDOT Tampa Bay Express Information 

The purpose of this report is to evaluate future traffic conditions due to the socioeconomic growth 

and  the planned developments along with  the  interaction of  the express  lanes with general‐use 

lanes along I‐275 as a system and its loading of traffic to and from the surrounding street network 

within  the project  limits.   The Tampa Bay Express  lanes along  I‐275 have  two proposed  concept 

plans – Starter Plan for opening year 2020 and interim year 2030; and, Master Plan for design year 

2040.    The  traffic  projections  along  I‐275  including  the  express  lane  access  to  and  from  the 

Westshore/West  Tampa  area  street  network  was  obtained  from  the  Draft  Traffic  Projections 

memorandum  for  I‐275  Systems  Interchange Modification  Report Update  –  Interstate  275  from 

Howard Frankland Bridge to Hillsborough River dated April 2016 (I‐275/SR 60 SIMR) received from 

FDOT.   These  traffic volume  schematics have been  included  in Appendix A of  the  report.   These 

schematics also identify express lane ingress and egress points to and from general‐use lanes along 

I‐275 for both Starter Plan and Master Plan.  The location of these ingress and egress points for the 

Starter Plan  is  listed  in Table 1‐1 and graphically depicted  in Figure 1‐2.    It should be noted  that 
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Table 2‐2  Existing Year 2016 Eight‐Hour Turning Movement Counts (Cont’d.) 

Count Location  Date Collected 

Lois Street at I‐275 WB Ramps (signalized)  Feb 23, 2016 

Lois Street at Cypress Street (signalized)  Feb 23, 2016 

Dale Mabry Highway at Cypress Street (signalized) (1)  May 9, 2013 

Dale Mabry Highway at I‐275 EB Ramps (signalized) (1)  May 14, 2013 

Dale Mabry Highway at I‐275 WB Ramps (signalized) (1)  May 14, 2013 

Himes Avenue at Cypress Street (signalized)  Apr 5, 2016 

Himes Avenue at I‐275 EB Ramp (signalized)  Apr 5, 2016 

Himes Avenue at I‐275 WB Ramp (signalized)  Apr 5, 2016 

Armenia Avenue at I‐275 EB Off Ramp (signalized)  Mar 8, 2016 

Armenia Avenue at I‐275 WB On Ramp (signalized)  Mar 8, 2016 

Howard Avenue at I‐275 EB On Ramp (signalized)  Mar 8, 2016 

Howard Avenue at I‐275 WB Off Ramp (signalized)  Mar 8, 2016 

Cypress Street at Hubert Avenue (signalized)  Mar 3, 2016 

Cypress Street at Reo Street (un‐signalized)  Mar 3, 2016 

(1) Counts conducted for FDOT District Seven. 

Existing signal timings were provided by the City of Tampa at all the signalized  intersections with 

the exception of  the  intersections  along West  Shore Boulevard.    Signal  timings  for  intersections 

along West Shore Boulevard were obtained from supporting SYNCHRO files obtained from the City 

for the previously completed West Shore Boulevard Complete Street Feasibility Study.   

2.3 Development of Existing Year (2016) Design Hour Traffic Volumes 

Existing traffic volumes for the AM and PM peak periods were obtained by seasonally adjusting the 

turning movement counts collected.   The summaries of the seasonally adjusted counts along with 

the adjustment factors have been included in Appendix C.  

The existing year 2016 AM and PM traffic volumes for eight study  intersections along West Shore 

Boulevard were  interpolated  from  the  year  2013  and  future  year  2035  traffic  volumes  received 

from  the  City  of  Tampa  conducted  for West  Shore  Boulevard  Complete  Street  Feasibility  Study.  

These have also been included in Appendix C.    

Figure 2‐1 shows the existing year 2016 AM and PM peak hour traffic volumes.  
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2.4 Existing Year (2016) Intersection Analysis 

Signalized  intersection  Level of  Service  (LOS) was estimated using  the Highway Capacity Manual 

(HCM)  module  of  the  SYNCHRO  Version  8.0  (Build  805)  software.    Existing  year  (2016)  lane 

geometry  shown  in  Figure 2‐2, peak hour  turning movement  volumes  shown  in  Figure 2‐1,  and 

signal  timing plans obtained  from  the City of  Tampa  ‐  Transportation Division were used  in  the 

analysis.    The  existing  signal  timing  plans  have  been  included  in  Appendix  D.    Acceptable  LOS 

standard  for  the  study  intersections  is  ‘D’  per  City  of  Tampa  LOS  standards.    The  existing  year 

(2016) LOS and control delay  results  for all  the study  intersections are summarized  in Table 2‐2.  

The existing LOS analysis details including SYNCHRO output are provided in Appendix E. 

Table 2‐2  Existing Year (2016) AM and PM Peak Hour Intersection LOS Analysis 

Summary 

Study Intersection  

AM Peak  PM Peak 

Delay 

(seconds/vehicle) 
LOS 

Delay 

(seconds/vehicle) 
LOS 

Memorial Highway at Kennedy Boulevard   43.0  D  54.6  D 

West Shore Boulevard at Kennedy Boulevard  57.5  E  65.6  E 

West Shore Boulevard at North B Street   4.2  A  8.3  A 

West Shore Boulevard at Gray Street   12.8  B  19.8  B 

West Shore Boulevard at I‐275 EB Ramp  39.3  D  123.1  F 

West Shore Boulevard at I‐275 WB Ramp  31.4  C  17.6  B 

West Shore Boulevard at Cypress Street  34.6  C  85.4  F 

West Shore Boulevard at Laurel Street  5.5  A  10.0  B 

West Shore Boulevard at Boy Scout 
Boulevard/Spruce Street 

57.5  E  82.3  F 

Trask Street at Kennedy Boulevard(1)  34.6  D  85.3  F 

Trask Street at Cypress Street  15.5  B  20.8  C 

Trask Street at Boy Scout Boulevard/Spruce 
Street(1) 

42.3  E  222.3  F 

(1) For un‐signalized intersections, LOS along minor street worst approach reported.  
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Table 2‐2  Existing Year (2016) AM and PM Peak Hour Intersection LOS Analysis 

Summary (Cont’d.) 

Study Intersection  

AM Peak  PM Peak 

Delay 

(seconds/vehicle) 
LOS 

Delay 

(seconds/vehicle) 
LOS 

O’Brien Street at Cypress Street  19.0  B  14.1  B 

O’Brien Street at Laurel Street  16.5  B  25.0  C 

O’Brien Street at Boy Scout 
Boulevard/Spruce Street 

52.9  D  186.2  F 

Cypress Street at Hubert Avenue  10.0  A  15.6  B 

Cypress Street at Reo Street(1)                 52.4  F  17.8  C 

Lois Street at I‐275 EB Ramps  23.5  C  16.4  B 

Lois Street at I‐275 WB Ramps  17.7  B  12.8  B 

Lois Street at Cypress Street  37.1  D  41.1  D 

Dale Mabry Highway at Cypress Street  43.7  D  79.2  E 

Dale Mabry Highway at I‐275 EB Ramps  217.4  F  328.4  F 

Dale Mabry Highway at I‐275 WB Ramps  215.6  F  359.4  F 

Himes Avenue at Cypress Street  19.7  B  27.4  C 

Himes Avenue at I‐275 EB Ramp  34.7  C  43.1  D 

Himes Avenue at I‐275 WB Ramp  14.8  B  17.7  B 

Armenia Avenue at I‐275 EB Off Ramp  15.4  B  34.8  C 

Armenia Avenue at I‐275 WB On Ramp  57.5  E  41.3  D 

Howard Avenue at I‐275 EB On Ramp  25.1  C  29.2  C 

Howard Avenue at I‐275 WB Off Ramp  23.4  C  12.8  B 

(1) For un‐signalized intersections, LOS along minor street worst approach reported.    
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2.5 Existing Year (2016) Arterial Analysis 

The analysis of existing year (2016) arterial segment LOS along the study corridors were conducted 

using  the peak hour  turning movement volumes  shown  in Figure 2‐1.   The arterial  segment LOS 

analysis was conducted using SYNCHRO Version 8.0 (Build 805).   For the arterial analysis, the free 

flow  speed was assumed  to be  the posted  speed  limit along  the  respective  corridors within  the 

project  limits.   The existing year roadway segment analysis results are provided  in Table 2‐3.   The 

arterial analysis SYNCHRO outputs are provided in Appendix E.    

Table 2‐3  Existing Year (2016) AM and PM Peak Hour Roadway Segment LOS Analysis 

Summary 

Roadway  Segment 
Distance 

(mi) 

AM Peak  PM Peak 

Arterial 

Speed 

(mph) 

Roadway 

Segment 

LOS 

Arterial 

Speed 

(mph) 

Roadway 

Segment 

LOS 

Kennedy 
Boulevard EB 

Memorial Highway to West Shore 
Boulevard  

0.35  15.2  E  14.9  E 

Kennedy 
Boulevard 

WB 

West Shore Boulevard to Memorial 
Highway 

0.35  11.6  F  11.1  F 

West Shore 
Boulevard 

NB 

Kennedy Boulevard to North 
Boulevard 

0.13  26.8  C  28.3  B 

North Boulevard to Gray Street  0.13  18.2  D  17.7  D 

Gray Street to EB I‐275 Ramp  0.09  5.0  F  4.4  F 

EB I‐275 Ramp to WB I‐275 
Ramp/Lemon Street 

0.05  18.3  D  28.4  B 

EB I‐275 Ramp/Lemon Street to 
Cypress Street 

0.12  12.1  F  6.9  F 

Cypress Street to Laurel Street  0.25  34.5  B  33.2  B 

Laurel Street to Boy Scout 
Boulevard/Spruce Street 

0.26  8.0  F  9.7  F 

West Shore 
Boulevard SB 

Boy Scout Boulevard/Spruce Street 
to Laurel Street 

0.26  29.1  B  28.0  B 

Laurel Street to Cypress Street  0.25  15.6  E  9.8  F 

Cypress Street to SB I‐275 
Ramp/Lemon Street 

0.12  9.4  F  25.4  C 

WB I‐275 Ramp/Lemon Street to EB 
I‐275 Ramp 

0.05  31.6  B  31.0  B 
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Table 2‐3  Existing Year (2016) AM and PM Peak Hour Roadway Segment LOS Analysis 

Summary (Cont’d.) 

Roadway  Segment 
Distance 

(mi) 

AM Peak  PM Peak 

Arterial 

Speed 

(mph) 

Roadway 

Segment 

LOS 

Arterial 

Speed 

(mph) 

Roadway 

Segment 

LOS 

West Shore 
Boulevard SB 

EB I‐275 Ramp to Gray Street  0.09  17.8  D  16.3  E 

Gray Street to North Boulevard  0.13  29.6  B  26.9  C 

North Boulevard to Kennedy 
Boulevard 

0.13  8.0  F  4.1  F 

O’Brien Street NB 

Cypress Street to Laurel Street  0.25  22.7  C  16.2  D 

Laurel Street to Boy Scout 
Boulevard/Spruce Street 

0.26  19.4  C  22.6  C 

O’Brien Street SB 

Boy Scout Boulevard/Spruce 
Street to Laurel Street 

0.26  21.3  C  18.0  C 

Laurel Street to Cypress Street  0.25  15.6  D  30.0  A 

Cypress Street EB 

O’Brien Street to West Shore 
Boulevard 

0.50  16.3  E  20.6  D 

West Shore Boulevard to Trask 
Street 

0.13  17.1  D  13.6  E 

Trask Street to Hubert Avenue  0.38  31.3  B  28.2  B 

Hubert Avenue to Lois Street  0.13  8.5  F  8.1  F 

Lois Street to Dale Mabry 
Highway 

0.51  20.9  D  19.4  D 

Dale Mabry Highway to Himes 
Avenue 

0.25  17.7  D  13.5  E 

Cypress Street 
WB 

Himes Avenue to Dale Mabry 
Highway 

0.25  10.4  F  11.8  F 

Dale Mabry Highway to Lois 
Street 

0.51  15.3  E  23.4  C 

Lois Street to Hubert Avenue  0.13  19.0  D  20.5  D 

Hubert Avenue to Trask Street  0.38  27.5  C  25.7  C 

Trask Street to West Shore 
Boulevard 

0.13  6.1  F  9.9  F 

West Shore Boulevard to 
O’Brien Street 

0.50  28.9  B  30.5  B 

Boy Scout 
Boulevard/Spruce 

Street EB 

O’Brien Street to West Shore 
Boulevard 

0.47  16.5  E  17.6  E 
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Table 2‐3  Existing Year (2016) AM and PM Peak Hour Roadway Segment LOS Analysis 

Summary (Cont’d.) 

Roadway  Segment 
Distance 

(mi) 

AM Peak  PM Peak 

Arterial 

Speed 

(mph) 

Roadway 

Segment 

LOS 

Arterial 

Speed 

(mph) 

Roadway 

Segment 

LOS 

Boy Scout 

Boulevard/Spruce 

Street WB 

West Shore Boulevard to 

O’Brien Street 
0.47  24.7  D  5.6  F 

Laurel Street EB 
O’Brien Street to West Shore 

Boulevard 
0.50  13.6  E  23.5  C 

Laurel Street WB 
West Shore Boulevard to 

O’Brien Street 
0.50  21.5  C  26.7  B 

Lois Street NB 

I‐275 EB Ramps to I‐275 WB 

Ramp 
0.07  9.7  D  14.2  C 

I‐275 WB Ramp to Cypress 

Street 
0.07  9.6  D  5.0  F 

Lois Street SB 

Cypress Street to I‐275 WB 

Ramp 
0.07  10.7  D  11.4  D 

I‐275 WB Ramp to I‐275 EB 

Ramps 
0.07  19.9  B  18.1  C 

Dale Mabry 

Highway NB 

Cypress Street to I‐275 EB 

Ramps 
0.11  1.3  F  0.6  F 

I‐275 EB Ramps to I‐275 WB 

Ramps 
0.14  1.2  F  0.6  F 

Dale Mabry 

Highway SB 

I‐275 WB Ramps to I‐275 EB 

Ramps 
0.14  1.9  F  2.8  F 

I‐275 EB Ramps to Cypress 

Street 
0.11  4.1  F  3.3  F 

Himes Avenue NB 

Cypress Street to I‐275 EB 

Ramps 
0.22  19.4  D  14.1  E 

I‐275 EB Ramps to I‐275 WB 

Ramps 
0.08  13.7  E  14.3  E 

Himes Avenue SB 

I‐275 WB Ramps to I‐275 EB 

Ramps 
0.08  15.8  E  16.4  E 

I‐275 EB Ramps to Cypress 

Street 
0.22  25.2  C  23.0  C 
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Table 2‐3  Existing Year (2016) AM and PM Peak Hour Roadway Segment LOS Analysis 

Summary (Cont’d.) 

Roadway  Segment 
Distance 

(mi) 

AM Peak  PM Peak 

Arterial 

Speed 

(mph) 

Roadway 

Segment 

LOS 

Arterial 

Speed 

(mph) 

Roadway 

Segment 

LOS 

Armenia Avenue 

SB 

I‐275 WB Ramps to I‐275 EB 

Ramps 
0.03  3.8  F  2.3  F 

Howard Avenue 

NB 

I‐275 EB Ramps to I‐275 WB 

Ramps 
0.02  7.2  E  5.7  F 
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Table 4‐1  Future Year (2035) No‐Build AM and PM Peak Hour Intersection LOS 

Analysis Summary 

Study Intersection  

AM Peak  PM Peak 

Delay 

(seconds/vehicle) 
LOS 

Delay 

(seconds/vehicle) 
LOS 

Memorial Highway at Kennedy Boulevard   674.6  F  684.9  F 

West Shore Boulevard at Kennedy Boulevard  123.5  F  156.4  F 

West Shore Boulevard at North B Street   11.2  B  20.8  C 

West Shore Boulevard at Gray Street   16.4  B  33.0  C 

West Shore Boulevard at I‐275 EB Ramps  62.2  E  57.3  E 

West Shore Boulevard at I‐275 WB Ramps  35.4  D  22.3  C 

West Shore Boulevard at Cypress Street  87.8  F  113.0  F 

West Shore Boulevard at Laurel Street  8.1  A  24.7  C 

West Shore Boulevard at Boy Scout 
Boulevard/Spruce Street 

294.3  F  281.9  F 

Trask Street at Kennedy Boulevard(1)  465.7  F  883.1  F 

Trask Street at Cypress Street  33.2  C  116.9  F 

Trask Street at Boy Scout Boulevard/Spruce 
Street(1) 

**  F  **  F 

O’Brien Street at Cypress Street  99.8  F  359.4  F 

O’Brien Street at Laurel Street  237.7  F  702.8  F 

O’Brien Street at Boy Scout 
Boulevard/Spruce Street 

411.9  F  801.8  F 

Cypress Street at Hubert Avenue  15.4  B  216.6  F 

Cypress Street at Reo Street(1)                  **  F  53.0  F 

Lois Street at I‐275 EB Ramps  143.3  F  212.9  F 

(1) For un‐signalized intersections, LOS along minor street worst approach reported.  

** Excessive Delay greater than 1000 seconds. 

   



 

Westshore/West Tampa Street Network: 
Base Traffic Modeling and Analysis Technical Memorandum  Page 4‐3    

Table 4‐1  Future Year (2035) No‐Build AM and PM Peak Hour Intersection LOS 

Analysis Summary (Cont’d.) 

Study Intersection  

AM Peak  PM Peak 

Delay 

(seconds/vehicle) 
LOS 

Delay 

(seconds/vehicle) 
LOS 

Lois Street at I‐275 WB Ramps  138.0  F  337.1  F 

Lois Street at Cypress Street  467.0  F  626.4  F 

Dale Mabry Highway at Cypress Street  549.3  F  856.1  F 

Dale Mabry Highway at I‐275 EB Ramps  765.8  F  **  F 

Dale Mabry Highway at I‐275 WB Ramps  552.3  F  878.4  F 

Himes Avenue at Cypress Street  169.0  F  474.8  F 

Himes Avenue at I‐275 EB Ramp  119.8  F  320.4  F 

Himes Avenue at I‐275 WB Ramp  125.9  F  417.7  F 

Armenia Avenue at I‐275 EB Off Ramp  603.5  F  733.2  F 

Armenia Avenue at I‐275 WB On Ramp  488.9  F  558.6  F 

Howard Avenue at I‐275 EB On Ramp  269.4  F  526.2  F 

Howard Avenue at I‐275 WB Off Ramp  214.5  F  290.2  F 

** Excessive Delay greater than 1000 seconds. 

4.2 Future Year (2035) No‐Build Arterial Analysis 

The  future  year  (2035) arterial  segment  LOS analyses along  the  study  corridors were  conducted 

using  the peak hour  turning movement volumes  shown  in Figure 3‐1.   The arterial  segment LOS 

analysis was conducted using SYNCHRO Version 8.0 (Build 805).   For the arterial analysis, the free 

flow  speed was assumed  to be  the posted  speed  limit along  the  respective  corridors within  the 

project limits.  The arterial analysis SYNCHRO outputs for future year 2035 No‐Build are provided in 

Appendix G.      The  future  year 2035 No‐Build  roadway  segment  analysis  results  are provided  in 

Table 4‐2.   
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Table 4‐2  Future Year (2035) No‐Build AM and PM Peak Hour Roadway Segment LOS 

Analysis Summary 

Roadway  Segment 
Distance 

(mi) 

AM Peak  PM Peak 

Arterial 

Speed 

(mph) 

Roadway 

Segment 

LOS 

Arterial 

Speed 

(mph) 

Roadway 

Segment 

LOS 

Kennedy 
Boulevard EB 

Memorial Highway to West Shore 
Boulevard  

0.35  11.4  F  5.0  F 

Kennedy 
Boulevard 

WB 

West Shore Boulevard to Memorial 
Highway 

0.35  1.2  F  1.5  F 

West Shore 
Boulevard 

NB 

Kennedy Boulevard to North 
Boulevard 

0.13  20.3  D  23.1  C 

North Boulevard to Gray Street  0.13  16.0  E  11.9  F 

Gray Street to EB I‐275 Ramp  0.09  4.0  F  3.9  F 

EB I‐275 Ramp to WB I‐275 
Ramp/Lemon Street 

0.05  18.1  D  26.2  C 

WB I‐275 Ramp/Lemon Street to 
Cypress Street 

0.12  12.6  F  2.8  F 

Cypress Street to Laurel Street  0.25  34.5  B  19.7  D 

Laurel Street to Boy Scout 
Boulevard/Spruce Street 

0.26  1.6  F  6.3  F 

West Shore 
Boulevard  

SB 

Boy Scout Boulevard/Spruce Street 
to Laurel Street 

0.26  20.9  D  21.2  D 

Laurel Street to Cypress Street  0.25  21.7  D  6.4  F 

Cypress Street to WB I‐275 
Ramp/Lemon Street 

0.12  11.0  F  16.8  E 

WB I‐275 Ramp/Lemon Street to EB 
I‐275 Ramp 

0.05  31.6  B  31.0  B 
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Table 4‐2  Future Year (2035) No‐Build AM and PM Peak Hour Roadway Segment LOS 

Analysis Summary (Cont’d.) 

Roadway  Segment 
Distance 

(mi) 

AM Peak  PM Peak 

Arterial 

Speed 

(mph) 

Roadway 

Segment 

LOS 

Arterial 

Speed 

(mph) 

Roadway 

Segment 

LOS 

West Shore 
Boulevard          

SB 

EB I‐275 Ramp to Gray Street  0.09  14.6  E  9.8  F 

Gray Street to North Boulevard  0.13  24.1  C  14.3  E 

North Boulevard to Kennedy 
Boulevard 

0.13  6.9  F  1.8  F 

O’Brien Street NB 

Cypress Street to Laurel Street  0.25  23.1  C  1.1  F 

Laurel Street to Boy Scout 
Boulevard/Spruce Street 

0.26  9.7  F  13.4  E 

O’Brien Street SB 

Boy Scout Boulevard/Spruce 
Street to Laurel Street 

0.26  4.7  F  7.0  F 

Laurel Street to Cypress Street  0.25  12.0  E  30.0  A 

Cypress Street EB 

O’Brien Street to West Shore 
Boulevard 

0.50  16.8  E  18.6  D 

West Shore Boulevard to Trask 
Street 

0.13  16.7  E  4.8  F 

Trask Street to Hubert Avenue  0.38  23.4  C  3.3  F 

Hubert Avenue to Lois Street  0.13  6.4  F  1.2  F 

Lois Street to Dale Mabry 
Highway 

0.51  14.9  E  4.7  F 

Dale Mabry Highway to Himes 
Avenue 

0.25  16.8  E  1.6  F 

Cypress Street 
WB 

Himes Avenue to Dale Mabry 
Highway 

0.25  2.7  F  3.2  F 

Dale Mabry Highway to Lois 
Street 

0.51  2.4  F  5.5  F 

Lois Street to Hubert Avenue  0.13  15.4  E  16.9  E 

Hubert Avenue to Trask Street  0.38  18.3  D  25.0  C 

Trask Street to West Shore 
Boulevard 

0.13  2.1  F  3.3  F 

West Shore Boulevard to 
O’Brien Street 

0.50  25.3  C  9.8  F 

Boy Scout 
Boulevard/Spruce 

Street EB 

O’Brien Street to West Shore 
Boulevard 

0.47  4.2  F  14.5  F 
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Table 4‐2  Future Year (2035) No‐Build AM and PM Peak Hour Roadway Segment LOS 

Analysis Summary (Cont’d.) 

Roadway  Segment 
Distance 

(mi) 

AM Peak  PM Peak 

Arterial 

Speed 

(mph) 

Roadway 

Segment 

LOS 

Arterial 

Speed 

(mph) 

Roadway 

Segment 

LOS 

Boy Scout 

Boulevard/Spruce 

Street WB 

West Shore Boulevard to 

O’Brien Street 
0.47  18.2  E  2.1  F 

Laurel Street EB 
O’Brien Street to West Shore 

Boulevard 
0.50  13.6  E  21.3  C 

Laurel Street WB 
West Shore Boulevard to 

O’Brien Street 
0.50  11.6  E  10.8  E 

Lois Street NB 

I‐275 EB Ramps to I‐275 WB 

Ramp 
0.07  1.2  F  0.9  F 

I‐275 WB Ramp to Cypress 

Street 
0.07  1.6  F  0.3  F 

Lois Street SB 

Cypress Street to I‐275 WB 

Ramp 
0.07  6.8  F  0.6  F 

I‐275 WB Ramp to I‐275 EB 

Ramps 
0.07  15.0  C  1.6  F 

Dale Mabry 

Highway NB 

Cypress Street to I‐275 EB 

Ramps 
0.11  1.2  F  0.4  F 

I‐275 EB Ramps to I‐275 WB 

Ramps 
0.14  0.9  F  0.4  F 

Dale Mabry 

Highway SB 

I‐275 WB Ramps to I‐275 EB 

Ramps 
0.14  0.4  F  0.4  F 

I‐275 EB Ramps to Cypress 

Street 
0.11  0.6  F  0.6  F 

Himes Avenue NB 

Cypress Street to I‐275 EB 

Ramps 
0.22  19.1  D  1.7  F 

I‐275 EB Ramps to I‐275 WB 

Ramps 
0.08  11.9  F  0.5  F 

Himes Avenue SB 

I‐275 WB Ramps to I‐275 EB 

Ramps 
0.08  2.1  F  2.4  F 

I‐275 EB Ramps to Cypress 

Street 
0.22  4.6  F  13.1  E 
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Table 4‐2  Future Year (2035) No‐Build AM and PM Peak Hour Roadway Segment LOS 

Analysis Summary (Cont’d.) 

Roadway  Segment 
Distance 

(mi) 

AM Peak  PM Peak 

Arterial 

Speed 

(mph) 

Roadway 

Segment 

LOS 

Arterial 

Speed 

(mph) 

Roadway 

Segment 

LOS 

Armenia Avenue 

SB 

I‐275 WB Ramps to I‐275 EB 

Ramps 
0.03  0.1  F  0.1  F 

Howard Avenue 

NB 

I‐275 EB Ramps to I‐275 WB 

Ramps 
0.02  1.7  F  0.3  F 

 

4.3 Future Year (2035) Analysis with Long Range Transportation Plan Improvements 
Only 

Planned  and  committed  improvements within  the  study  area were  reviewed  from  the  following 

sources and the necessary extracts are included in Appendix H. 

 The Adopted Imagine 2040:  Hillsborough Long Range Transportation Plan (LRTP) 

 City of Tampa’s Capital  Improvement Projects  (CIP)  from City’s Recommended Operating 

and Capital Budget Part 2, Fiscal Year 2017, October 1, 2016 through September 30, 2017 

 Florida Department of Transportation’s  (FDOT) DRAFT Tentative Five‐Year Work Program 

Fiscal Years 2018 – 2022 

 Transit Development Plan Update, Fiscal Year 2016 – Fiscal Year 2025 by Hillsborough Area 

Regional Transit Authority (HART) 

The  cost  feasible  improvements  identified  in  Imagine  2040:    Hillsborough  Long  Range 

Transportation Plan are listed below.   

 Trask Street – Cypress Street to Boy Scout Boulevard/Spruce Street:  Two lane undivided to 

three lane divided.   

 Trask Street – Cypress Street to Gray Street:  Extend as two lane undivided.  

 O’Brien Street – Cypress Street to Boy Scout Boulevard/Spruce Street:  Two lane undivided 

to four lane divided.   

 Fixed  Guideway  Transit  from  Downtown  to  Westshore  and  Westshore  to  Tampa 

International Airport.  Also. Fixed Guideway Transit Center at Westshore at Cypress Street 

and Trask Street. 

The  improvements  along  Trask  Street  and  O’Brien  Street  are  the  only  capacity  improvements 

within the study area. 
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City  of  Tampa’s  Capital  Improvement  Projects  identifies  the  following  listed  projects within  the 

study area. 

 Cypress Street  Improvements  from Dale Mabry Highway  to Himes Avenue – This project 

provides for road widening from 2/3 lanes to a 5‐lane cross section. 

 North O’Brien  Street  Improvements  from  Cypress  Street  to  Spruce  Street  –  This  project 

provides for the widening of North O’Brien Street from West Cypress Street to West Spruce 

Street from 2/3 lanes to a 4‐lane divided roadway. 

 Westshore  Area  Roadway  Extension  ‐  This  project  provides  for  an  extension  of  Trask, 

Occident and Reo Streets beneath  the  interstate  to  create new north/south  connections 

and improve traffic circulation.  An analysis was performed on this with the typical sections 

provided by  the City on September 1, 2016 and  the  findings have been documented  in a 

separate memorandum that has been submitted to the City on December 22, 2016.   This 

memorandum has been included in Appendix I.  

Besides  the projects  stated above,  the City’s CIP has projects  involving Complete Street projects 

involving  bike  lanes,  sidewalks;  citywide  Intelligent  Transportation  System  (ITS)  projects  and 

maintenance  to  help  traffic  operation  and  circulation with  congestion management within  the 

study area; and,  transit project HART‐Westshore which provides 3%  impact  fee and multi‐modal 

fee allocation to HART for capital improvements to sidewalks, bus stops, and bus shelter pads. 

The projects identified in FDOT’s DRAFT Tentative Five‐Year Work Program Fiscal Years 2018 – 2022 

which will have impact with the study area of Westshore/West Tampa are the following: 

 Arterial Traffic Management using ATMS for City of Tampa Kennedy/Hyde Park/Dale Mabry 

142 Signals – Phase 3. 

 Traffic Operational  Improvement along Himes Avenue  from SR 60/Kennedy Boulevard  to 

Columbus Drive – Add, Extend, Widen Traffic Separator for Bike Lanes. 

 Adding  Turn  Lanes  along  SR  60/Kennedy  Boulevard  from  Westshore  Boulevard  to 

Henderson Boulevard – Convert, close median openings; lengthen and construct turn lanes. 

Traffic operational  analyses  for  future  year 2035 were  conducted with  LRTP  improvements only 

and since  there are not many capacity  improvement projects  identified  the  results are similar  to 

the no‐build  analysis.    These  results  are  included  in Appendix  J.   With  the  LRTP  improvements, 

there was  improvement  in  the operation of  the  intersection of O’Brien  Street  and  Laurel  Street 

with  significantly  lower  delay.   Also,  the  arterial  operation  improved with  higher  arterial  speed 

along O’Brien Street between Cypress Street and Boy Scout Boulevard/Spruce Street.  

 

In  this  context of  future  improvements needed  for  improved  traffic operation, one major  factor 

that needs  to be  considered  that  is Transit.   HART’s Transit Development Plan  (TDP) documents 
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proposed increase in transit hours of service, increased frequency, improvements along routes that 

if used to capacity will have a potential to relieve congestion under the future scenario.  Transit will 

play  a  major  role  in  reducing  congestion  and  improving  traffic  operation  along  the  roadway 

network  in  the  future with all  the anticipated socioeconomic growth within  the area.   Promoting 

transit in the future years will have an important influence on transportation.   

4.4 Future Year (2035) Build Level of Service Analysis 

The  2035  Build  proposed  geometry  is  shown  in  Figure  4‐1.    Levels  of  service  for  the  study 

intersections and roadway segments have been calculated using the design hour volumes shown in 

Figure  3‐1.    The  geometry  in  Figure  4‐1  shows  the  needed  improvements  to  improve  traffic 

operation within  the  study  area  and  includes  capacity  improvements  at  intersections  and  along 

different  roadways.   Also, as a part of  the proposed build geometry,  three  intersections  that are 

un‐signalized  under  the  existing  condition  have  been  signalized.  These  proposed  improvements 

shown  in Figure 4‐1  includes needed  improvements beyond the capacity  improvements  identified 

in  Hillsborough  LRTP,  City  of  Tampa  CIP,  FDOT’s  DRAFT  Tentative  Five‐Year Work  Program.    It 

should be noted in this context that these improvements do not take into account available right‐

of‐way or other constraints, constructability  issues and  funding.   These will need to be evaluated 

during  the design phase of  these  improvements.   Also,  for  the  future year 2035 build condition, 

West  Shore  Boulevard  has  been  considered  to  be  four  lanes  between  Kennedy  Boulevard  and 

Spruce  Street  as  discussed  with  the  City  of  Tampa  and  included  in  the  Approved  Traffic 

Methodology based on the West Shore Boulevard Complete Street Feasibility Study.   

As discussed in the meeting with the City of Tampa on February 28, 2017, additional build analysis 

was  performed  with  reduced  future  year  2035  traffic  volumes  to  reflect  the  decrease  in 

employment within the study area  in the future year 2040 compared to 2035 as was  indicated by 

the socioeconomic data.   These results are  included  in Appendix L along with the  identified build 

improvements.  
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4.4.1 Future Year (2035) Build Intersection Analysis      

The  future year 2035 Build  intersection analysis  is summarized  in Table 4‐3.   Signal  timings were 

optimized as a part of the future year analysis.  The LOS analysis detail including SYNCHRO outputs 

are provided in Appendix K. 

Table 4‐3  Future Year (2035) Build AM and PM Peak Hour Intersection LOS Analysis 

Summary 

Study Intersection  

AM Peak  PM Peak 

Delay 

(seconds/vehicle) 
LOS 

Delay 

(seconds/vehicle) 
LOS 

Memorial Highway at Kennedy Boulevard   483.7  F  433.9  F 

West Shore Boulevard at Kennedy Boulevard  113.6  F  187.4  F 

West Shore Boulevard at North B Street   15.5  B  42.1  D 

West Shore Boulevard at Gray Street   20.2  C  45.2  D 

West Shore Boulevard at I‐275 EB Ramps  31.0  C  51.2  D 

West Shore Boulevard at I‐275 WB Ramps  31.1  C  32.2  C 

West Shore Boulevard at Cypress Street  45.8  D  57.8  E 

West Shore Boulevard at Laurel Street  8.4  A  27.0  C 

West Shore Boulevard at Boy Scout 
Boulevard/Spruce Street 

198.4  F  282.0  F 

Trask Street at Kennedy Boulevard  11.0  B  12.7  B 

Trask Street at I‐275 EB Ramp  7.3  A  13.2  B 

Trask Street at I‐275 WB Ramp  24.8  C  7.7  A 

Trask Street at Cypress Street  29.8  C  44.6  D 

Trask Street at Boy Scout Boulevard/Spruce Street  43.2  D  44.8  D 

O’Brien Street at Cypress Street  32.5  C  49.0  D 

O’Brien Street at Laurel Street  44.2  D  92.9  F 

O’Brien Street at Boy Scout Boulevard/Spruce 
Street 

213.6  F  442.2  F 
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Table 4‐3  Future Year (2035) Build AM and PM Peak Hour Intersection LOS Analysis 

Summary (Cont’d.) 

Study Intersection  

AM Peak  PM Peak 

Delay 

(seconds/vehicle) 
LOS 

Delay 

(seconds/vehicle) 
LOS 

Cypress Street at Hubert Avenue  14.4  B  35.6  D 

Cypress Street at Reo Street                   67.9  E  41.6  D 

Lois Street at I‐275 EB Ramps  31.8  C  46.9  D 

Lois Street at I‐275 WB Ramps  48.8  D  70.6  E 

Lois Street at Cypress Street  145.5  F  226.2  F 

Dale Mabry Highway at Cypress Street  227.7  F  427.1  F 

Dale Mabry Highway at I‐275 EB Ramps  165.5  F  262.9  F 

Dale Mabry Highway at I‐275 WB Ramps  155.0  F  305.4  F 

Himes Avenue at Cypress Street  43.1  D  135.3  F 

Himes Avenue at I‐275 EB Ramp  23.4  C  84.9  F 

Himes Avenue at I‐275 WB Ramp  26.0  C  52.9  D 

Armenia Avenue at I‐275 EB Off Ramp  113.5  F  137.6  F 

Armenia Avenue at I‐275 WB On Ramp  120.9  F  157.0  F 

Howard Avenue at I‐275 EB On Ramp  33.6  C  74.2  E 

Howard Avenue at I‐275 WB Off Ramp  47.5  D  56.6  E 

Based on  the build analysis, although acceptable  level of service “D” was not obtained at all  the 

study  intersections,  the  overall  intersection  delay was  significantly  reduced  with  the  proposed 

improvements.   Also, when  compared  to  the no‐build analysis,  twenty‐seven of  the  thirty  study 

intersections operate  at an  improved  level of  service with  lower delay during one or both peak 

period.   
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4.4.2 Future Year (2035) Build Arterial Analysis 

The  future  year  (2035) arterial  segment  LOS analyses along  the  study  corridors were  conducted 

using  the peak hour  turning movement volumes  shown  in Figure 3‐1.   The arterial  segment LOS 

analysis was conducted using SYNCHRO Version 8.0 (Build 805).   For the arterial analysis, the free 

flow  speed was assumed  to be  the posted  speed  limit along  the  respective  corridors within  the 

project  limits.   The arterial analysis SYNCHRO outputs  for  future year 2035 Build are provided  in 

Appendix  K.      The  future  year  2035  Build  roadway  segment  analysis  results  are  provided  in              

Table 4‐4.   

Table 4‐4  Future Year (2035) Build AM and PM Peak Hour Roadway Segment LOS 

Analysis Summary 

Roadway  Segment 
Distance 

(mi) 

AM Peak  PM Peak 

Arterial 

Speed 

(mph) 

Roadway 

Segment 

LOS 

Arterial 

Speed 

(mph) 

Roadway 

Segment 

LOS 

Kennedy 
Boulevard EB 

Memorial Highway to West Shore 
Boulevard  

0.35  15.8  E  5.0  F 

West Shore Boulevard to Trask 
Street 

0.13  10.1  F  5.9  F 

Kennedy 
Boulevard 

WB 

Trask Street to West Shore 
Boulevard 

0.13  5.8  F  3.8  F 

West Shore Boulevard to Memorial 
Highway 

0.35  1.2  F  1.5  F 

West Shore 
Boulevard 

NB 

Kennedy Boulevard to North 
Boulevard 

0.13  16.8  E  19.1  D 

North Boulevard to Gray Street  0.13  13.6  E  16.1  E 

Gray Street to EB I‐275 Ramp  0.09  10.6  F  3.7  F 

EB I‐275 Ramp to WB I‐275 
Ramp/Lemon Street 

0.05  18.7  D  24.4  C 

WB I‐275 Ramp/Lemon Street to 
Cypress Street 

0.12  12.0  F  4.0  F 

Cypress Street to Laurel Street  0.25  32.7  B  19.3  D 

Laurel Street to Boy Scout 
Boulevard/Spruce Street 

0.26  2.4  F  6.3  F 

West Shore 
Boulevard  

SB 

Boy Scout Boulevard/Spruce Street 
to Laurel Street 

0.26  20.9  D  21.2  D 

Laurel Street to Cypress Street  0.25  18.4  D  15.1  E 
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Table 4‐4  Future Year (2035) Build AM and PM Peak Hour Roadway Segment LOS 

Analysis Summary (Cont’d.) 

Roadway  Segment 
Distance 

(mi) 

AM Peak  PM Peak 

Arterial 

Speed 

(mph) 

Roadway 

Segment 

LOS 

Arterial 

Speed 

(mph) 

Roadway 

Segment 

LOS 

West Shore 
Boulevard          

SB 

Cypress Street to WB I‐275 
Ramps/Lemon Street 

0.12  13.7  E  16.1  E 

WB I‐275 Ramps/Lemon Street 
to EB I‐275 Ramp 

0.05  31.6  B  31.0  B 

EB I‐275 Ramp to Gray Street  0.09  13.7  E  7.2  F 

Gray Street to North Boulevard  0.13  22.8  C  12.3  F 

North Boulevard to Kennedy 
Boulevard 

0.13  7.1  F  1.8  F 

O’Brien Street NB 

Cypress Street to Laurel Street  0.25  15.0  D  5.5  F 

Laurel Street to Boy Scout 
Boulevard/Spruce Street 

0.26  7.8  F  9.0  F 

O’Brien Street SB 

Boy Scout Boulevard/Spruce 
Street to Laurel Street 

0.26  11.4  E  16.9  D 

Laurel Street to Cypress Street  0.25  12.8  E  6.4  F 

Trask Street NB 

Kennedy Boulevard to NB I‐275 
Ramp 

0.37  18.5  C  17.1  C 

NB I‐275 Ramp to SB I‐275 Ramp  0.06  7.4  E  4.3  F 

SB I‐275 Ramp to Cypress Street  0.09  4.5  F  3.9  F 

Cypress Street to Boy Scout 
Boulevard/Spruce Street 

0.52  12.3  D  8.8  E 

Trask Street SB 

Boy Scout Boulevard/Spruce 
Street to Cypress Street 

0.52  19.0  C  18.6  C 

Cypress Street to SB I‐275 Ramp  0.09  6.2  F  6.1  F 

SB I‐275 Ramp to NB I‐275 Ramp  0.06  5.3  F  4.6  F 

NB I‐275 Ramp to Kennedy 
Boulevard 

0.37  23.5  B  16.5  C 

Cypress Street EB 

Reo Street to O’Brien Street  0.25  19.3  D  12.5  F 

O’Brien Street to West Shore 
Boulevard 

0.50  18.5  D  16.5  E 

West Shore Boulevard to Trask 
Street 

0.13  15.8  E  10.2  F 
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Table 4‐4  Future Year (2035) Build AM and PM Peak Hour Roadway Segment LOS 

Analysis Summary (Cont’d.) 

Roadway  Segment 
Distance 

(mi) 

AM Peak  PM Peak 

Arterial 

Speed 

(mph) 

Roadway 

Segment 

LOS 

Arterial 

Speed 

(mph) 

Roadway 

Segment 

LOS 

Cypress Street EB 

Trask Street to Hubert Avenue  0.38  25.0  C  15.9  E 

Hubert Avenue to Lois Street  0.13  8.7  F  2.1  F 

Lois Street to Dale Mabry 
Highway 

0.51  15.2  E  4.6  F 

Dale Mabry Highway to Himes 
Avenue 

0.25  13.9  E  4.9  F 

Cypress Street 
WB 

Himes Avenue to Dale Mabry 
Highway 

0.25  4.1  F  7.1  F 

Dale Mabry Highway to Lois 
Street 

0.51  6.7  F  9.6  F 

Lois Street to Hubert Avenue  0.13  15.4  E  19.9  D 

Hubert Avenue to Trask Street  0.38  20.5  D  20.7  D 

Trask Street to West Shore 
Boulevard 

0.13  5.3  F  6.1  F 

West Shore Boulevard to 
O’Brien Street 

0.50  21.2  D  17.5  D 

O’Brien Street to Reo Street  0.25  16.4  E  27.5  C 

Boy Scout 
Boulevard/Spruce 

Street EB 

O’Brien Street to West Shore 
Boulevard 

0.47  5.4  F  14.5  F 

West Shore Boulevard to Trask 
Street 

0.13  5.0  F  5.6  F 

Boy Scout 
Boulevard/Spruce 

Street WB 

Trask Street to West Shore 
Boulevard 

0.13  5.9  F  0.9  F 

West Shore Boulevard to 
O’Brien Street 

0.47  24.1  D  3.5  F 

Laurel Street EB 
O’Brien Street to West Shore 

Boulevard 
0.50  13.6  E  21.3  C 

Laurel Street WB 
West Shore Boulevard to 

O’Brien Street 
0.50  18.6  C  16.3  D 

Lois Street NB 

I‐275 EB Ramps to I‐275 WB 
Ramp 

0.07  5.9  F  4.3  F 

I‐275 WB Ramp to Cypress 
Street 

0.07  2.5  F  0.8  F 
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Table 4‐4  Future Year (2035) Build AM and PM Peak Hour Roadway Segment LOS 

Analysis Summary (Cont’d.) 

Roadway  Segment 
Distance 

(mi) 

AM Peak  PM Peak 

Arterial 

Speed 

(mph) 

Roadway 

Segment 

LOS 

Arterial 

Speed 

(mph) 

Roadway 

Segment 

LOS 

Lois Street SB 

Cypress Street to I‐275 WB 
Ramp 

0.07  8.8  E  4.9  F 

I‐275 WB Ramp to I‐275 EB 
Ramps 

0.07  16.2  C  16.3  C 

Dale Mabry 
Highway NB 

Cypress Street to I‐275 EB 
Ramps 

0.11  4.2  F  2.0  F 

I‐275 EB Ramps to I‐275 WB 
Ramps 

0.14  5.5  F  1.7  F 

Dale Mabry 
Highway SB 

I‐275 WB Ramps to I‐275 EB 
Ramps 

0.14  2.2  F  1.4  F 

I‐275 EB Ramps to Cypress 
Street 

0.11  1.5  F  1.9  F 

Himes Avenue NB 

Cypress Street to I‐275 EB 
Ramps 

0.22  23.0  C  7.0  F 

I‐275 EB Ramps to I‐275 WB 
Ramps 

0.08  21.2  D  18.5  D 

Himes Avenue SB 

I‐275 WB Ramps to I‐275 EB 
Ramps 

0.08  10.6  F  4.2  F 

I‐275 EB Ramps to Cypress 
Street 

0.22  16.5  E  11.8  F 

Armenia Avenue 
SB 

I‐275 WB Ramps to I‐275 EB 
Ramps 

0.03  0.6  F  0.5  F 

Howard Avenue 
NB 

I‐275 EB Ramps to I‐275 WB 
Ramps 

0.02  2.1  F  2.4  F 

 

The build arterial analysis when compared to the no‐build arterial analysis showed an  increase  in 

overall arterial speed along majority of the study roadway segments during both the peak periods 

or at least during one of the peak period. 
 

 



Wests
Base T

SECT

The  p

neces

Wests

of thi

the 

Boule

and T

part o

This s

proje

also, 

conte

range

and  F

Traffi

build 

transp

study

 

 

 

 

Traffi

the  r

impro

a grea

signal

build 

other

desig

the im

shore/West Ta
Traffic Modelin

 TION 5

purpose  of  t

ssary informa

shore Area/W

s study enco

north‐south 

evard/Spruce 

Tampa  Intern

of the FDOT p

study has bee

cts  involving 

the FDOT Co

ext to the I‐27

e transportati

FDOT’s DRAFT

c operationa

and build co

portation  pla

y area are lim

Trask Stre

three lane

Trask Stree

O’Brien St

to four lan

Cypress St

from 2/3 l

c operationa

esults  were 

ovements we

ater extent, i

lized under t

geometry.   T

r constraints, 

n phase of th

mprovements

mpa Street Ne
ng and Analysis

CONCLU

this  traffic  te

ation related t

West Tampa S

mpasses from

limits  exte

Street to the

national Airpo

project I‐275/

en conducted

Reo Street, 

oncept 2 for  I

75 connection

ion plan impr

T Tentative F

l analyses we

onditions.   Fi

an  (LRTP)  im

ited and are 

et – Cypress 

e divided.  

et – Cypress S

reet – Cypres

ne divided.   

treet Improve

anes to a 5‐la

l analysis for

similar  to  th

re identified 

mprove traff

he existing co

These  improv

constructabi

he improveme

s as needed. 

etwork: 
s Technical Me

USION 

echnical  mem

to improving

Street Netwo

m west of I‐2

ends  from 

e north.   Ana

ort  interchan

/SR 60 SIMR. 

d assuming  t

Trask Street 

I‐275 and SR 

n to Westsho

rovements ac

ive‐Year Wor

ere conducted

rstly,  future 

mprovements 

listed below: 

Street to Boy

Street to Gra

ss Street to B

ements from 

ane cross sect

 future year 

he  no‐build  a

(as previous

ic operation a

ondition have

vements how

ility  issues an

ents.  If reque

emorandum 

morandum  is

 traffic opera

ork in Hillsbor

275 at SR 60 

Kennedy  Bo

alysis along S

nge with SR 6

the  inclusion 

and Occiden

60 Managed

ore Boulevard

ccording to H

rk Program Fi

d for the exis

year  (2035) a

only.    These

y Scout Boule

y Street:  Ext

Boy Scout Bou

Dale Mabry 

tion. 

2035 was co

analysis.    Th

ly shown in F

and reduce d

e been propo

wever do not 

nd funding.   T

ested, a plann

s  to  provide

ation during t

rough County

interchange t

oulevard  on

Spruce Street

60 and Spruc

of  the West

nt Street  to  i

d Lanes recei

d through Tra

Hillsborough C

iscal Years 20

sting year (20

analysis was 

e  LRTP  capa

evard/Spruce

tend as two la

ulevard/Spru

Highway to H

nducted with

herefore,  add

Figure 4‐1) th

delay.   Also, t

osed to be sig

take  into acc

These will ne

ning level cos

e  the  City  of

the future ye

y, Florida.   Th

to east of Ho

n  the  south

t,  I‐275  interc

ce Street wil

tshore area r

improve  traf

ved from the

ask Street alo

County LRTP,

018 – 2022. 

016) and futu

performed  f

city  improve

 Street:  Two

ane undivided

uce Street:  Tw

Himes Avenue

h LRTP impro

ditional  recom

hat would rel

three interse

gnalized as a 

count availab

eed to be eva

st estimate w

Pa

f  Tampa  wit

ar 2035 with

he east‐west 

oward Avenu

h  to  Boy 

change with 

l be  included

oadway exte

ffic  circulation

e City of Tam

ng with othe

 City of Tamp

ure year (2035

for  the  long 

ements  withi

o lane undivid

d.  

wo lane undi

e – Road wid

ovements onl

mmended/ne

ieve congesti

ctions that ar

part of the f

ble right‐of‐w

aluated durin

will be provide

ge 5‐1

h  the 

in the 

limits 

e and 

Scout 

SR 60 

d as a 

ension 

n and 

mpa  in 

r long 

pa CIP 

5) no‐

range

n  the

ded to 

ivided 

ening 

y and 

eeded 

ion to 

re un‐

future 

way or 

ng the 

ed for 



 

Westshore/West Tampa Street Network: 
Base Traffic Modeling and Analysis Technical Memorandum  Page 5‐2    

Also,  in this context,  it should be noted that for the future year 2035 build condition, West Shore 

Boulevard  has  been  considered  to  be  four  lanes  between  Kennedy  Boulevard  and  Boy  Scout 

Boulevard/Spruce Street as discussed with the City of Tampa and included in the Approved Traffic 

Methodology based on the West Shore Boulevard Complete Street Feasibility Study.   

 

With  the  additional  recommended  lane  improvements  (shown  in  Figure  4‐1)  and  signal  timing 

optimization within the study network, twenty‐five of the thirty study  intersections operate at an 

improved  level of service with  lower delay during both peak periods and other two operate at an 

improved  level  of  service  with  lower  delay  during  the  AM  peak  period.    Also,  the  additional 

recommended  improvements  improve  overall  arterial  speed  along  all  eighteen  of  the  study 

roadway segments during both peak periods or at least during one peak period. 

 

Table 5‐1 summarizes a comparison of the study  intersection delay and  level of service for future 

year 2035 under two scenarios ‐ no‐build and build with needed improvements.    

 

Table 5‐1  Comparison of No‐Build and Build AM and PM Peak Hour Intersection 

Delay and LOS for Future Year (2035)   

Study Intersection 

AM Peak  PM Peak 

NO‐BUILD  BUILD  NO‐BUILD  BUILD 

Delay 
(seconds/
vehicle) 

LOS 
Delay 

(seconds/
vehicle) 

LOS 
Delay 

(seconds/
vehicle) 

LOS 
Delay 

(seconds/
vehicle) 

LOS 

Memorial Highway at 
Kennedy Boulevard  

674.6  F  483.7  F  684.9  F  433.9  F 

West Shore Boulevard at 
Kennedy Boulevard 

123.5  F  113.6  F  156.4  F  187.4  F 

West Shore Boulevard at 
North B Street  

11.2  B  15.5  B  20.8  C  42.1  D 

West Shore Boulevard at 
Gray Street  

16.4  B  20.2  C  33.0  C  45.2  D 

West Shore Boulevard at    
I‐275 EB Ramps 

62.2  E  31.0  C  57.3  E  51.2  D 

West Shore Boulevard at    
I‐275 WB Ramps 

35.4  D  31.1  C  22.3  C  32.2  C 

West Shore Boulevard at 
Cypress Street 

87.8  F  45.8  D  113.0  F  57.8  E 

West Shore Boulevard at 
Laurel Street 

8.1  A  8.4  A  24.7  C  27.0  C 

West Shore Boulevard at 
Boy Scout Boulevard/ 

Spruce Street 
294.3  F  198.4  F  281.9  F  282.0  F 

Intersections where recommended improvements under Build Condition reduce delay and many of which also improve the level of 
service. 
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Table 5‐1  Comparison of No‐Build and Build AM and PM Peak Hour Intersection 

Delay and LOS for Future Year (2035) (Cont’d.) 

Study Intersection 

AM Peak  PM Peak 

NO‐BUILD  BUILD  NO‐BUILD  BUILD 

Delay 
(seconds/
vehicle) 

LOS 
Delay 

(seconds/
vehicle) 

LOS 
Delay 

(seconds/
vehicle) 

LOS 
Delay 

(seconds/
vehicle) 

LOS 

Trask Street at Kennedy 
Boulevard 

465.7  F  11.0  B  883.1  F  12.7  B 

Trask Street at I‐275 EB 
Ramp 

‐  ‐  7.3  A  ‐  ‐  13.2  B 

Trask Street at I‐275 WB 
Ramp 

‐  ‐  24.8  C  ‐  ‐  7.7  A 

Trask Street at Cypress 
Street 

33.2  C  29.8  C  116.9  F  44.6  D 

Trask Street at Boy Scout 
Boulevard/Spruce Street 

**  F  43.2  D  **  F  44.8  D 

O’Brien Street at Cypress 
Street 

99.8  F  32.5  C  359.4  F  49.0  D 

O’Brien Street at Laurel 
Street 

237.7  F  44.2  D  702.8  F  92.9  F 

O’Brien Street at Boy 
Scout Boulevard/Spruce 

Street 
411.9  F  213.6  F  801.8  F  442.2  F 

Cypress Street at Hubert 
Avenue 

15.4  B  14.4  B  216.6  F  35.6  D 

Cypress Street at Reo 
Street                     

**  F  67.9  E  53.0  F  41.6  D 

Lois Street at I‐275 EB 
Ramps 

143.3  F  31.8  C  212.9  F  46.9  D 

Lois Street at I‐275 WB 
Ramps 

138.0  F  48.8  D  337.1  F  70.6  E 

Lois Street at Cypress 
Street 

467.0  F  145.5  F  626.4  F  226.2  F 

Dale Mabry Highway at 
Cypress Street 

549.3  F  227.7  F  856.1  F  427.1  F 

Dale Mabry Highway at      
I‐275 EB Ramps 

765.8  F  165.5  F  **  F  262.9  F 

Dale Mabry Highway at      
I‐275 WB Ramps 

552.3  F  155.0  F  878.4  F  305.4  F 

** Excessive Delay greater than 1000 seconds. 

Intersections where recommended improvements under Build Condition reduce delay and many of which also improve the level of 
service. 
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Table 5‐1  Comparison of No‐Build and Build AM and PM Peak Hour Intersection 

Delay and LOS for Future Year (2035) (Cont’d.) 

Study Intersection 

AM Peak  PM Peak 

NO‐BUILD  BUILD  NO‐BUILD  BUILD 

Delay 
(seconds/
vehicle) 

LOS 
Delay 

(seconds/
vehicle) 

LOS 
Delay 

(seconds/
vehicle) 

LOS 
Delay 

(seconds/
vehicle) 

LOS 

Himes Avenue at Cypress 
Street 

169.0  F  43.1  D  474.8  F  135.3  F 

Himes Avenue at I‐275 EB 
Ramp 

119.8  F  23.4  C  320.4  F  84.9  F 

Himes Avenue at I‐275 WB 
Ramp 

125.9  F  26.0  C  417.7  F  52.9  D 

Armenia Avenue at I‐275 
EB Off Ramp 

603.5  F  113.5  F  733.2  F  137.6  F 

Armenia Avenue at I‐275 
WB On Ramp 

488.9  F  120.9  F  558.6  F  157.0  F 

Howard Avenue at I‐275 
EB On Ramp 

269.4  F  33.6  C  526.2  F  74.2  E 

Howard Avenue at I‐275 
WB Off Ramp 

214.5  F  47.5  D  290.2  F  56.6  E 

Intersections where recommended improvements under Build Condition reduce delay and many of which also improve the level of 
service. 

 

Similarly,  Table  5‐2  summarizes  a  comparison  of  the  arterial  speed  and  level  of  service  for  the 

roadway segments within the study area for future year 2035 under two scenarios  ‐ no‐build and 

build with needed improvements.      
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Table 5‐2  Comparison of No‐Build and Build AM and PM Peak Hour Roadway Segment Speed and LOS for Future Year (2035)   

Roadway  Segment 
Distance 
(mile) 

AM Peak  PM Peak 

NO‐BUILD   BUILD   NO‐BUILD   BUILD  

Arterial 
Speed 
(mph) 

Arterial 
Segment 

LOS 

Arterial 
Speed 
(mph) 

Arterial 
Segment 

LOS 

Arterial 
Speed 
(mph) 

Arterial 
Segment 

LOS 

Arterial 
Speed 
(mph) 

Arterial 
Segment 

LOS 

Kennedy 
Boulevard   

EB 

Memorial Highway to West Shore 
Boulevard  

0.35  11.4  F  15.8  E  5.0  F  5.0  F 

West Shore Boulevard to Trask 
Street (1) 

0.13  ‐  ‐  10.1  F  ‐  ‐  5.9  F 

Overall  0.48  11.4  F  13.9  E  5.0  F  6.7  F 

Kennedy 
Boulevard 

WB 

Trask Street (1) to West Shore 
Boulevard  

0.13  ‐  ‐  5.8  F  ‐  ‐  3.8  F 

West Shore Boulevard to 
Memorial Highway 

0.35  1.2  F  1.2  F  1.5  F  1.5  F 

Overall  0.48  1.2  F  1.6  F  1.5  F  1.8  F 

West Shore 
Boulevard  

NB 

Kennedy Boulevard to North 
Boulevard 

0.13  20.3  D  16.8  E  23.1  C  19.1  D 

North Boulevard to Gray Street  0.13  16.0  E  13.6  E  11.9  F  16.1  E 

Gray Street to EB I‐275 Ramp  0.09  4.0  F  10.6  F  3.9  F  3.7  F 

EB I‐275 Ramp to WB I‐275 
Ramp/Lemon Street 

0.05  18.1  D  18.7  D  26.2  C  24.4  C 

WB I‐275 Ramp/Lemon Street to 
Cypress Street 

0.12  12.6  F  12.0  F  2.8  F  4.0  F 

Cypress Street to Laurel Street  0.25  34.5  B  32.7  B  19.7  D  19.3  D 

Laurel Street to Boy Scout 
Boulevard/Spruce Street 

0.26  1.6  F  2.4  F  6.3  F  6.3  F 

Overall  1.03  4.6  F  6.6  F  7.4  F  7.9  F 

 

Roadway Segments with increased overall arterial speed under Build Condition. 

(1) Kennedy Boulevard at Trask Street is un‐signalized under the No‐Build condition. 



Westshore/West Tampa Street Network: 
Base Traffic Modeling and Analysis Technical Memorandum        Page 5‐6   

Table 5‐2  Comparison of No‐Build and Build AM and PM Peak Hour Roadway Segment Speed and LOS for

Future Year (2035) (Cont’d.) 

Roadway  Segment 
Distance 
(mile) 

AM Peak  PM Peak 

NO‐BUILD   BUILD   NO‐BUILD   BUILD  

Arterial 
Speed 
(mph) 

Arterial 
Segment 

LOS 

Arterial 
Speed 
(mph) 

Arterial 
Segment 

LOS 

Arterial 
Speed 
(mph) 

Arterial 
Segment 

LOS 

Arterial 
Speed 
(mph) 

Arterial 
Segment 

LOS 

West Shore 
Boulevard  

SB 

Boy Scout Boulevard/Spruce 
Street to Laurel Street 

0.26  20.9  D  20.9  D  21.2  D  21.2  D 

Laurel Street to Cypress Street  0.25  21.7  D  18.4  D  6.4  F  15.1  E 

Cypress Street to WB I‐275 
Ramp/Lemon Street 

0.12  11.0  F  13.7  E  16.8  E  16.1  E 

WB I‐275 Ramp/Lemon Street to 
EB I‐275 Ramp 

0.05  31.6  B  31.6  B  31.0  B  31.0  B 

EB I‐275 Ramp to Gray Street  0.09  14.6  E  13.7  E  9.8  F  7.2  F 

Gray Street to North Boulevard  0.13  24.1  C  22.8  C  14.3  E  12.3  F 

North Boulevard to Kennedy 
Boulevard 

0.13  6.9  F  7.1  F  1.8  F  1.8  F 

Overall  1.03  15.4  E  15.4  E  6.9  F  7.7  F 

O’Brien 
Street NB 

Cypress Street to Laurel Street  0.25  23.1  C  15.0  D  1.1  F  5.5  F 

Laurel Street to Boy Scout 
Boulevard/Spruce Street 

0.26  9.7  F  7.8  F  13.4  E  9.0  F 

Overall  0.51  13.3  E  10.1  E  2.1  F  6.8  F 

O’Brien 
Street SB 

Boy Scout Boulevard/Spruce 
Street to Laurel Street 

0.26  4.7  F  11.4  E  7.0  F  16.9  D 

Laurel Street to Cypress Street  0.25  12.0  E  12.8  E  30.0  A  6.4  F 

Overall  0.51  6.6  F  11.9  E  11.0  E  9.3  F 

Roadway Segments with increased overall arterial speed under Build Condition. 
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Table 5‐2  Comparison of No‐Build and Build AM and PM Peak Hour Roadway Segment Speed and LOS for                                        

Future Year (2035) (Cont’d.) 

Roadway  Segment 
Distance 
(mile) 

AM Peak  PM Peak 

NO‐BUILD   BUILD   NO‐BUILD   BUILD  

Arterial 
Speed 
(mph) 

Arterial 
Segment 

LOS 

Arterial 
Speed 
(mph) 

Arterial 
Segment 

LOS 

Arterial 
Speed 
(mph) 

Arterial 
Segment 

LOS 

Arterial 
Speed 
(mph) 

Arterial 
Segment 

LOS 

Trask Street 
NB (2) 

Kennedy Boulevard to EB I‐275 
Ramp 

0.37  ‐  ‐  18.5  C  ‐  ‐  17.1  C 

EB I‐275 Ramp to WB I‐275 Ramp  0.06  ‐  ‐  7.4  E  ‐  ‐  4.3  F 

WB I‐275 Ramp to Cypress Street  0.09  ‐  ‐  4.5  F  ‐  ‐  3.9  F 

Cypress Street to Boy Scout 
Boulevard/Spruce Street 

0.52  ‐  ‐  12.3  D  ‐  ‐  8.8  E 

Overall  1.04  ‐  ‐  11.7  D  ‐  ‐  9.0  E 

Trask Street 
SB (2) 

Boy Scout Boulevard/Spruce 
Street to Cypress Street 

0.52  ‐  ‐  19.0  C  ‐  ‐  18.6  C 

Cypress Street to WB I‐275 Ramp  0.09  ‐  ‐  6.2  F  ‐  ‐  6.1  F 

WB I‐275 Ramp to EB I‐275 Ramp  0.06  ‐  ‐  5.3  F  ‐  ‐  4.6  F 

EB I‐275 Ramp to Kennedy 
Boulevard 

0.37  ‐  ‐  23.5  B  ‐  ‐  16.5  C 

Overall  1.04  ‐  ‐  15.4  C  ‐  ‐  13.5  C 

Cypress 
Street EB 

Reo Street (3) to O’Brien Street  0.25  ‐  ‐  19.3  D  ‐  ‐  12.5  F 

O’Brien Street to West Shore 
Boulevard 

0.50  16.8  E  18.5  D  18.6  D  16.5  E 

West Shore Boulevard to Trask 
Street 

0.13  16.7  E  15.8  E  4.8  F  10.2  F 

Trask Street to Hubert Avenue  0.38  23.4  C  25.0  C  3.3  F  15.9  E 

Hubert Avenue to Lois Street  0.13  6.4  F  8.7  F  1.2  F  2.1  F 

(2) Trask Street is not continuous between Gray Street and Cypress Street under No‐Build condition. Also, Trask Street at Kennedy Boulevard and Boy Scout Boulevard/ 

Spruce Street is un‐signalized under the No‐Build condition.  

(3) Cypress Street at Reo Street is un‐signalized under the No‐Build condition. 
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Table 5‐2  Comparison of No‐Build and Build AM and PM Peak Hour Roadway Segment Speed and LOS for                                        

Future Year (2035) (Cont’d.) 

Roadway  Segment 
Distance 
(mile) 

AM Peak  PM Peak 

NO‐BUILD   BUILD   NO‐BUILD   BUILD  

Arterial 
Speed 
(mph) 

Arterial 
Segment 

LOS 

Arterial 
Speed 
(mph) 

Arterial 
Segment 

LOS 

Arterial 
Speed 
(mph) 

Arterial 
Segment 

LOS 

Arterial 
Speed 
(mph) 

Arterial 
Segment 

LOS 

Cypress 
Street EB 

Lois Street to Dale Mabry 
Highway 

0.51  14.9  E  15.2  E  4.7  F  4.6  F 

Dale Mabry Highway to Himes 
Avenue 

0.25  16.8  E  13.9  E  1.6  F  4.9  F 

Overall  2.15  15.5  E  16.6  E  3.5  F  6.9  F 

Cypress 
Street WB 

Himes Avenue to Dale Mabry 
Highway 

0.25  2.7  F  4.1  F  3.2  F  7.1  F 

Dale Mabry Highway to Lois 
Street 

0.51  2.4  F  6.7  F  5.5  F  9.6  F 

Lois Street to Hubert Avenue  0.13  15.4  E  15.4  E  16.9  E  19.9  D 

Hubert Avenue to Trask Street  0.38  18.3  D  20.5  D  25.0  C  20.7  D 

Trask Street to West Shore 
Boulevard 

0.13  2.1  F  5.3  F  3.3  F  6.1  F 

West Shore Boulevard to O’Brien 
Street 

0.50  25.3  C  21.2  D  9.8  F  17.5  D 

O’Brien Street to Reo Street (3)    0.25  ‐  ‐  16.4  E  ‐  ‐  27.5  C 

Overall  2.15  5.2  F  9.5  F  6.7  F  12.5  F 

Boy Scout 
Boulevard/   
Spruce Street 

EB 

O’Brien Street to West Shore 
Boulevard 

0.47  4.2  F  5.4  F  14.5  F  14.5  F 

West Shore Boulevard to Trask 
Street (4)   

0.13  ‐  ‐  5.0  F  ‐  ‐  5.6  F 

Overall  0.60  4.2  F  5.3  F  14.5  F  10.7  F 

Roadway Segments with increased overall arterial speed under Build Condition. 
(3)    Cypress Street at Reo Street is un‐signalized under the No‐Build condition. 

(4)  Boy Scout Boulevard/Spruce Street at Trask Street is un‐signalized under the No‐Build condition. 
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Table 5‐2  Comparison of No‐Build and Build AM and PM Peak Hour Roadway Segment Speed and LOS for                                        

Future Year (2035) (Cont’d.) 

Roadway  Segment 
Distance 
(mile) 

AM Peak  PM Peak 

NO‐BUILD   BUILD   NO‐BUILD   BUILD  

Arterial 
Speed 
(mph) 

Arterial 
Segment 

LOS 

Arterial 
Speed 
(mph) 

Arterial 
Segmen
t LOS 

Arterial 
Speed 
(mph) 

Arterial 
Segment 

LOS 

Arterial 
Speed 
(mph) 

Arterial 
Segment 

LOS 

Boy Scout 
Boulevard/  
Spruce Street 

WB 

Trask Street (4) to West Shore 
Boulevard 

0.13  ‐  ‐  5.9  F  ‐  ‐  0.9  F 

West Shore Boulevard to O’Brien 
Street 

0.47  18.2  E  24.1  D  2.1  F  3.5  F 

Overall  0.60  18.2  E  14.3  F  2.1  F  2.2  F 

Laurel Street 
EB 

O’Brien Street to West Shore 
Boulevard 

0.50  13.6  E  13.6  E  21.3  C  21.3  C 

Laurel Street 
WB 

West Shore Boulevard to O’Brien 
Street 

0.50  11.6  E  18.6  C  10.8  E  16.3  D 

Lois Street 
NB 

I‐275 EB Ramps to I‐275 WB 
Ramp 

0.07  1.2  F  5.9  F  0.9  F  4.3  F 

I‐275 WB Ramp to Cypress Street  0.07  1.6  F  2.5  F  0.3  F  0.8  F 

Overall  0.14  1.4  F  3.6  F  0.5  F  1.3  F 

Lois Street  
SB 

Cypress Street to I‐275 WB Ramp  0.07  6.8  F  8.8  E  0.6  F  4.9  F 

I‐275 WB Ramp to I‐275 EB 
Ramps 

0.07  15.0  C  16.2  C  1.6  F  16.3  C 

Overall  0.14  9.4  D  11.5  D  0.9  F  7.5  E 

Dale Mabry 
Highway NB 

Cypress Street to I‐275 EB Ramps  0.11  1.2  F  4.2  F  0.4  F  2.0  F 

I‐275 EB Ramps to I‐275 WB 
Ramps 

0.14  0.9  F  5.5  F  0.4  F  1.7  F 

Overall  0.25  1.0  F  4.9  F  0.4  F  1.8  F 

 

Roadway Segments with increased overall arterial speed under Build Condition. 

(4) Boy Scout Boulevard/Spruce Street at Trask Street is un‐signalized under the No‐Build condition. 
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Table 5‐2  Comparison of No‐Build and Build AM and PM Peak Hour Roadway Segment Speed and LOS for                                        

Future Year (2035) (Cont’d.) 

Roadway  Segment 
Distance 
(mile) 

AM Peak  PM Peak 

NO‐BUILD   BUILD   NO‐BUILD   BUILD  

Arterial 
Speed 
(mph) 

Arterial 
Segment 

LOS 

Arterial 
Speed 
(mph) 

Arterial 
Segmen
t LOS 

Arterial 
Speed 
(mph) 

Arterial 
Segment 

LOS 

Arterial 
Speed 
(mph) 

Arterial 
Segment 

LOS 

Dale Mabry 
Highway SB 

I‐275 WB Ramps to I‐275 EB 
Ramps 

0.14  0.4  F  2.2  F  0.4  F  1.4  F 

I‐275 EB Ramps to Cypress Street  0.11  0.6  F  1.5  F  0.6  F  1.9  F 

Overall  0.25  0.5  F  1.9  F  0.4  F  1.6  F 

Himes 
Avenue NB 

Cypress Street to I‐275 EB Ramps  0.22  19.1  D  23.0  C  1.7  F  7.0  F 

I‐275 EB Ramps to I‐275 WB 
Ramps 

0.08  11.9  F  21.2  D  0.5  F  18.5  D 

Overall  0.30  16.1  E  22.1  C  1.0  F  8.3  F 

Himes 
Avenue SB 

I‐275 WB Ramps to I‐275 EB 
Ramps 

0.08  2.1  F  10.6  F  2.4  F  4.2  F 

I‐275 EB Ramps to Cypress Street  0.22  4.6  F  16.5  E  13.1  E  11.8  F 

Overall  0.30  3.4  F  14.1  E  5.7  F  7.7  F 

Armenia 
Avenue SB 

I‐275 WB Ramps to I‐275 EB 
Ramps 

0.03  0.1  F  0.6  F  0.1  F  0.5  F 

Howard 
Avenue NB 

I‐275 EB Ramps to I‐275 WB 
Ramps 

0.02  1.7  F  2.1  F  0.3  F  2.4  F 

 

Roadway Segments with increased overall arterial speed under Build Condition. 

 




